
Technical data

Height
Length	  
Width
Weight fan gun	  
Weight tower	  

PERFORMANCES
Water pressure
Maximum water flow 
Maximum snow production 
Throwing range

ELECTRICAL CHARACTERISTICS
Voltage
Fan
Compressor 
Heating, lights and small consumers
Total input power
Frequency 
Connection plug 
 
MECHANICAL CHARACTERISTICS
Nucleators
Water nozzles
Swinging range
Automatic swing 
Barrel inclination 
Connection water 
Water filter

 ATK2 
12.5 ft (3810 mm)

6 ft (1830 mm)
4 ft (1224 mm)

198 lbs (90 kg)
1330 lbs 603 kg)**

 ATK US  
16.6 ft (5060 mm)

6 ft (1840 mm)
6.3 ft (1915 mm)

1124 lbs (510 kg)***

AMK 
8.3 ft (2515 mm)
5.8 ft (1808 mm)
5.6 ft (1700 mm)
1710 lbs (775 kg)*

–

ASK4 
19.1 ft (5830 mm)
7.1 ft (2170 mm)
4.1 ft (1250 mm)

990 lbs (449 kg)

*At wet bulb of 14°F (-10°C) | **Other voltages available upon request

116 - 725 psi (8 - 50 bar)
190 US gpm (12 l/s)

71 cfm (120 m³/h) 
260 ft (80 m)

480 V** 
24.8 HP (18.5 kW) 

5.4 HP (4 kW)
1 kW*

30.8 HP (23 kW)* 
60 Hz 

60 A 

12 
84

360° 
-175° to +175° 

0° to 45°
2” F camlock

60 US-mesh (250 μm)

*incl. legs and cables | **incl. cables | ***incl. footboard 

 ETK  
13 ft (4063 mm)
6 ft (1830 mm)
4 ft (1224 mm)

508 lbs (230 kg)




